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1. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL LOCAL AND STATE
PERMITS REQUIRED FOR DEMOLITION WORK.

2. THE CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE OWNER
AND/OR ENGINEER FOR ANY AND ALL INJURIES AND/OR DAMAGES TO 
PERSONNEL, EQUIPMENT AND/OR EXISTING FACILITIES IN THE DEMOLITION
AND CONSTRUCTION DESCRIBED IN THE PLANS AND SPECIFICATIONS.

3. EXISTING CONDITIONS AS DEPICTED ON THESE PLANS ARE GENERAL AND
ILLUSTRATIVE IN NATURE AND DO NOT INCLUDE MECHANICAL, 
ELECTRICAL AND MISCELLANEOUS STRUCTURES.  IT IS THE 
RESPONSIBILITY OF THE CONTRACTOR TO EXAMINE THE SITE AND BE 
FAMILIAR WITH EXISTING CONDITIONS PRIOR TO BIDDING ON THE 
DEMOLITION WORK FOR THIS PROJECT.  IF CONDITIONS ENCOUNTERED
DURING EXAMINATION ARE SIGNIFICANTLY DIFFERENT THAN THOSE 
SHOWN, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY.

4. ALL EXISTING ABOVE AND BELOW GROUND STRUCTURES WITHIN THE 
LIMITS OF NEW CONSTRUCTION SHALL BE RAZED UNLESS NOTED 
OTHERWISE WITHIN THIS CONSTRUCTION SET, ARCHITECTURAL PLANS
AND/OR PROJECT SPECIFICATIONS.  THIS INCLUDES FOUNDATION SLABS,
WALLS, AND FOOTINGS.

5. ALL DEMOLITION WASTE AND CONSTRUCTION DEBRIS SHALL BE REMOVED
BY THE CONTRACTOR AND DISPOSED OF IN A STATE APPROVED WASTE
SITE AND IN ACCORDANCE WITH ALL LOCAL AND STATE CODES AND 
PERMIT REQUIREMENTS.

6. ALL UTILITY REMOVAL, RELOCATION, CUTTING, CAPPING AND/OR 
ABANDONMENT SHALL BE COORDINATED WITH THE APPROPRIATE UTILITY
COMPANY.

7. THE BURNING OF CLEARED MATERIAL AND DEBRIS SHALL NOT BE 
ALLOWED UNLESS CONTRACTOR GETS WRITTEN AUTHORIZATION FROM
THE LOCAL AUTHORITIES.

8. UTILITY CONTACTS ARE LISTED ON COVER SHEET C-0.0.

9. EROSION AND SEDIMENTATION CONTROL MEASURES AROUND AREAS OF
DEMOLITION SHALL BE INSTALLED PRIOR TO INITIATION OF DEMOLITION
ACTIVITIES.

10.ASBESTOS OR HAZARDOUS MATERIALS, IF FOUND ON SITE, SHALL BE
REMOVED BY A LICENSED HAZARDOUS MATERIALS CONTRACTOR.  
CONTRACTOR SHALL NOTIFY OWNER IMMEDIATELY IF HAZARDOUS 
MATERIALS ARE ENCOUNTERED.

11.CONTRACTOR SHALL PROTECT ALL CORNER PINS, MONUMENTS, 
PROPERTY CORNERS, AND BENCHMARKS DURING DEMOLITION ACTIVITIES.
IF DISTURBED, CONTRACTOR SHALL HAVE DISTURBED ITEMS RESET BY A
LICENSED SURVEYOR AT NO ADDITIONAL COST TO THE OWNER.

12.CONTRACTOR SHALL ADHERE TO ALL LOCAL, STATE, FEDERAL, AND
OSHA REGULATIONS WHEN OPERATING DEMOLITION EQUIPMENT AROUND
UTILITIES.

13.CONTRACTOR SHALL PROTECT AT ALL TIMES ADJACENT STRUCTURES
AND ITEMS FROM DAMAGE DUE TO DEMOLITION ACTIVITIES.

14.ALL DEMOLITION WORK SHALL BE PERFORMED WITH "DUE CARE AND
DILIGENCE" SO AS TO PREVENT THE ARBITRARY DESTRUCTION OR 
INTERRUPTION OF CONCEALED UTILITIES WHICH ARE INTENDED TO 
REMAIN IN USE AND THE ROUTING OF WHICH COULD NOT BE 
PREDETERMINED UNTIL DEMOLITION WAS STARTED.  ALL SUCH 
DISCOVERIES OF UTILITIES DURING THE DEMOLITION PROCESS WHICH ARE
IN A LOCATION DIFFERENT FROM THAT INDICATED OR ARE UNIDENTIFIED,
SHALL BE REPORTED TO THE OWNER, ENGINEER AND ARCHITECT BEFORE
REMOVAL FOR FINAL DISPOSITION.

15.ALL UTILITIES OR STRUCTURES NOT DESIGNATED FOR REMOVAL OR
MODIFICATION ARE TO REMAIN AND BE PROTECTED FROM DAMAGE.

16.SAW CUT AND REMOVE ASPHALT PAVEMENT, CONCRETE SIDEWALK AND
CURB AND GUTTER TO LIMITS OF DISTURBANCE AS REQUIRED BY 
SPECIFICATIONS.  SAW CUT EXISTING PAVEMENT, CURB AND GUTTER, 
SIDEWALK, ETC. TO PROVIDE STRAIGHT AND UNIFORM LINE FOR REMOVAL.
EXISTING PAVEMENT, CURB AND GUTTER, SIDEWALK, ETC. NOT INDICATED
FOR REMOVAL, WHICH IS DAMAGED DURING DEMOLITION/CONSTRUCTION,
SHALL BE REPAIRED OR REPLACED TO MATCH ORIGINAL CONDITION.

17.SALVAGEABLE FILL MATERIALS FROM SITE DEMOLITION DETERMINED TO
BE ACCEPTABLE BY AN INDEPENDENT SOILS TESTING LABORATORY SHALL
BE UTILIZED FOR FILL MATERIAL WHERE APPROPRIATE.

18.ANY NOTE, OR REFERENCE TO ANY ELEMENT, WHICH DOES NOT SPECIFY
ACTION BY THE CONTRACTOR SHALL BE CONSTRUED AS INFORMATION
ONLY.

19.ALL PIPE REPLACEMENT WORK, WHEN REQUIRED BY PIPE DEPTHS AND
EXCAVATION, SHALL BE PERFORMED WITH THE USE OF TRENCH BOXES.
ALL EXCAVATIONS, UTILITY AND GRADING WORK, SHALL BE IN 
ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL RULES AND 
REGULATIONS.

20.THE GENERAL CONTRACTOR SHALL PROVIDE ALL SAFETY AND 
SECURITY FENCING, BARRIERS, PROTECTION MATERIAL AND METHODS AS
REQUIRED TO COMPLETE THE OFF SITE WORK IN A SAFE AND TIMELY 
MANNER.

NOTE(s): ALL CONSTRUCTION SHALL BE DONE IN 
ACCORDANCE WITH ALL CITY OF RALEIGH,
AND NCDOT STANDARDS AND 
SPECIFICATIONS.

DEMOLITION NOTES

FOR REVIEW ONLY
NOT FOR CONSTRUCTION

CONSTRUCTION LIMITS

CURB AND GUTTER TO BE
REMOVED

LEGEND

N
A

D
8

3

SURVEY NOTES

EXISTING VEGETATION TO BE
REMOVED

TPF
SILT /TREE PROTECTION
FENCE
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SYMBOLS

F

C

E

D

S

S

T

ABBREVIATIONS

DB
PB or BM
N/F
Pg.
SF
Ac.
R/W
NCSR
NCDOT
R/W
Ex.
RCP
PVC
(M)
(P)
(D)

LINETYPES

LEGEND and NOMENCLATURE

(COR)

X X X

OU
W

SS

SD

SIGN POST

GUY WIRE

SIGNAL POLE

LAMP POST
UTILITY POLE
STORM DRAIN MANHOLE
DRAINAGE INLET (W/ GRATE)
CURB INLET (BEHIND CURB)
CURB INLET (IN FRONT OF CURB)
SANITARY SEWER CLEANOUT
SANITARY SEWER MANHOLE
VALVE (WATER OR GAS)
FIRE HYDRANT
WATER METER
TRAFFIC SIGNAL BOX
FIBER-OPTIC MARKER
ELECTRIC PEDESTAL
TELEPHONE PEDESTAL
CABLE PEDESTAL
CONCRETE MONUMENT
PROPERTY CORNER FENCE

OVERHEAD UTILITY
WATER
SANITARY SEWER
STORM DRAIN

DEED BOOK
PLAT BOOK / BOOK OF MAPS
NOW OR FORMERLY
PAGE
SQUARE FEET
ACRES
RIGHT-OF-WAY
NORTH CAROLINA STATE ROUTE
NORTH CAROLINA DEPT. OF TRANSPORTATION
RIGHT-OF-WAY
EXISTING
REINFORCED CONCRETE PIPE
POLYVINYL CHLORIDE PIPE
MEASURED
PLATTED
DEED
CITY OF RALEIGH

IPS IRON PIN SET
EIP EXISTING IRON PIN

CURVE
C1

RADIUS
50.00'

ARC LENGTH
78.87'

CURVE TABLE
CHORD LENGTH
70.94'

CHORD BEARING
N 74°08'01" E

1) THE BASIS OF NORTH IS NAD 83(2011) FROM A VRS, GPS
SURVEY. VERTICAL DATUM IS NAVD 88.

2)  ALL DISTANCES ARE HORIZONTAL GROUND DISTANCES,
UNLESS NOTED OTHERWISE.

3)  AREAS COMPUTED BY COORDINATE GEOMETRY.

4)  THIS SURVEY DOES NOT INCLUDE NOR DEPICT ANY
ENVIRONMENTAL EVALUATIONS EXCEPT AS SHOWN.

5)  ORIGINAL FIELD SURVEYS PERFORMED ON MAY 29, JUNE
9 & JULY 23, 2015.

6) FLOOD INFORMATION: SUBJECT PARCEL IS NOT LOCATED
IN A SPECIAL FLOOD HAZARD ZONE PER FLOOD
INSURANCE RATE MAP 3720077800J, DATED MAY 2, 2006.

7) 3/4" IRON PIPES FOUND OR SET AT ALL PROPERTY
CORNERS UNLESS OTHERWISE NOTED.

8) SURVEYOR HAS MADE NO INVESTIGATION OR
INDEPENDENT SEARCH FOR EASEMENTS OF RECORD,
ENCUMBRANCES, RESTRICTIVE COVENANTS,
OWNERSHIP TITLE EVIDENCE OR ANY OTHER FACTS
THAT AN ACCURATE AND CURRENT TITLE SEARCH MAY
DISCLOSE.

9)  ALL EASEMENTS, RIGHT-OF-WAY'S, BUFFERS, SETBACKS
AND ADJOINERS, ETC., REFERENCED FROM PLAT BOOK
2015, PAGES 472-482, UNLESS OTHERWISE NOTED.

10)REZONING CASE FOR THIS PROPOSED
PROPERTY/PROJECT: Z-13-2015.

11)  AS OF 07/22/2015 BOTH BARTRAM PLACE AND
LEESVILLE CHURCH ROAD ARE UNDER CONSTRUCTION..

12) THE LOCATIONS OF UNDERGROUND UTILITIES ARE
BASED UPON VISIBLE SURFACE  EVIDENCE . UTILITY
MARKING FOR DESIGN WAS REQUESTED THROUGH NC
811 BUT NOT PROVIDED IN TIME FOR THE FIELD SURVEY.
ADDITIONAL UTILITIES MAY BE ENCOUNTERED.  ALL
UNDERGROUND UTILITIES SHOULD BE FIELD LOCATED
BY THE APPROPRIATE UTILITY COMPANY PRIOR TO ANY
CONSTRUCTION OR EXCAVATION ON OR ADJACENT TO
THE SUBJECT PROPERTY.

SLOPE EASEMENT

TEMPORARY CONSTRUCTION
EASEMENT
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NOTE(s): ALL CONSTRUCTION SHALL BE DONE IN 
ACCORDANCE WITH ALL CITY OF RALEIGH,
AND NCDOT STANDARDS AND
SPECIFICATIONS.

1. ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH ALL CITY OF 
RALEIGH AND NCDOT STANDARDS AND SPECIFICATIONS.

2. ALL DIMENSIONS ARE TO EDGE OF PAVEMENT, EDGE OF SIDEWALK, FACE 
OF CURB, CENTERLINE OF COLUMN AND FACE OF BUILDING WALL, UNLESS  
OTHERWISE NOTED.  ALL RADII DIMENSIONS TO BACK OF CURB.

3. ALL PAINT STRIPING, PAVEMENT MARKINGS, AND SIGNAGE SHALL 
CONFORM TO THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" OR 
AS REQUIRED IN SPECIFICATIONS.

4. ALL STRIPING SHALL BE 4" WIDE UNLESS NOTED OTHERWISE.

5. ALL RADII TO BE 3'-0" BOC UNLESS OTHERWISE NOTED.

6. ALL LANDSCAPED ISLANDS SHALL HAVE RAISED CURB AND GUTTERING.

7. ALL PLANS AND CONSTRUCTION DETAILS MUST MEET THE CURRENT 
SPECIFICATIONS OF THE CITY OF RALEIGH.

8. VERIFY ALL SETBACKS WITH LOCAL CODES.

9. A SEPARATE PERMIT AND APPROVAL IS REQUIRED FOR SIGNS.

10.ALL CURB RAMPS SHALL HAVE A DETECTABLE WARNING COMPLYING WITH 
SECTIONS 4.7.7 AND 4.29.2 OF THE ADA ACCESSIBILITY GUIDELINES 
(ADAAG).

11.WITHIN THE AREA OF THE DEFINED SIGHT TRIANGLES ON THIS PLAN, THERE
SHALL BE NO SIGHT OBSTRUCTING OR PARTLY OBSTRUCTING WALL, FENCE,
SIGN, FOLIAGE, BERMS, OR PARKED VEHICLES BETWEEN THE HEIGHTS OF 24
INCHES AND EIGHT FEET ABOVE THE CURB LINE ELEVATION OR THE NEAREST
TRAVELED WAY IF NO CURBING EXISTS.

12.GENERAL CONTRACTOR TO REFER TO THE MOST CURRENT 
ARCHITECTURAL PLANS FOR THE EXACT LOCATION OF UTILITY 
ENTRANCES, BUILDING DIMENSIONS, DOWN SPOUTS, AND EXIT DOORS.

13.CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS FOR THE 
INSTALLATION OF TRAFFIC SIGNAGE AND PAVEMENT MARKINGS AS SHOWN 
ON THE CONSTRUCTION PLANS.

14.ALL NON-LANDSCAPED ISLANDS SHALL BE PAINTED WITH STRIPES 4" WIDE, 
AT 45° AND 2 FEET O.C.

15.CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS 
CONSTRUCTION SET FOR OTHER PERTINENT INFORMATION.

SITE DATA TABLE
APPLICANT:

OWNER(S):

PIN(s):

EXISTING ZONING:

WATERSHED
OVERLAY:

ADDITIONAL
OVERLAY(S):

LOT AREA:

RIVERBASIN:

FLOODPLAIN
DATA:

EXISTING LAND USE:

GROSS FLOOR AREA:

PROPOSED LAND USE:

EXISTING IMPERVIOUS
SURFACE:

PROP. IMPERVIOUS
SURFACE:

LAYOUT NOTES

TK REAL ESTATE HOLDINGS, LLC
126 JULIET CIRCLE
CARY, NC 27513
(O) 919-744-1984
(F) N/A

TALTON, JOSH
13405 LEESVILLE CHURCH ROAD
RALEIGH NC 27617
(O) 919-847-6944
(C) 919-740-7364

CURRENT PIN: 0778-95-8702          NEW PIN: PENDING

OX-3-CU
(OFFICE MIXED USE-3 STORIES-CONDITIONAL USE)

VACANT

1.55 ACRES

NONE

NONE

UPPER NEUSE

THE PROPERTY IS NOT LOCATED IN A SPECIAL FLOOD
HAZARD ZONE PER FLOOD INSURANCE RATE MAP
3720077800J, DATED MAY 2, 2006.

10,596 SF

0.00 SF (0.00 AC)

 LEGEND

PROPOSED TREE LINE

PLAYGROUND AREA

DAY CARE LEARNING CENTER WITH PLAYGROUND

SITE:
N/A
RIGHT OF WAY:

37,213 SF (0.85 AC)
SITE:

2,008 SF (0.05 AC)
RIGHT OF WAY:

BUILDING SETBACKS:

STREET PROTECTIVE
YARD (BARTRAM) :

STREET PROTECTIVE
YARD (LEESVILLE):

15 FEET-C2 LANDSCAPE REQUIREMENTS

15 FEET-C2 LANDSCAPE REQUIREMENTS

FRONT YARD (LEESVILLE CHURCH ROAD): 10 FT
SIDE YARD (BARTRAM PLACE): 10 FT
REAR YARD: 6 FT
SIDE YARD: 6 FT

DESCRIPTION THICKNESSKEY ITEM
STOP BARTZ 24"WHITE THERMOPLASTIC 

SIGNS

MUTCD "STOP" R1-1 30"x30"R1-1

CROSSWALKTX 8"WHITE THERMOPLASTIC 

PARKING: PARKING SPACES REQUIRED
DAY CARE= 1 SPACE / 2 EMPLOYEES
22 EMPLOYEES / 2 = 11
TOTAL REQUIRED:  11 SPACES

PARKING SPACES PROVIDED: 42 PARKING SPACES
(INCL. 1 VAN ASSESSABLE)
BICYCLE SPACES PROVIDED: 4 BICYCLE SPACES

DAY CARE= 1 SPACE / 10,000 SF (MINIMUM OF 4)
10,596 / 10,000 = 1.06
TOTAL REQUIRED: 4

PARKING SPACES PROVIDED

BICYCLE SPACES REQUIRED

SYMBOLS

ABBREVIATIONS

DB
PB or BM
N/F
Pg.
SF
Ac.
R/W
NCSR
NCDOT
R/W
Ex.

LINETYPES

LEGEND and NOMENCLATURE

X X X

SIGN POST

GUY WIRE

SIGNAL POLE

LAMP POST
UTILITY POLE
FIRE HYDRANT
TRAFFIC SIGNAL BOX
FIBER-OPTIC MARKER
ELECTRIC PEDESTAL
TELEPHONE PEDESTAL
CABLE PEDESTAL
CONCRETE MONUMENT
PROPERTY CORNER FENCE

OVERHEAD UTILITY

DEED BOOK
PLAT BOOK / BOOK OF MAPS
NOW OR FORMERLY
PAGE
SQUARE FEET
ACRES
RIGHT-OF-WAY
NORTH CAROLINA STATE ROUTE
NORTH CAROLINA DEPT. OF TRANSPORTATION
RIGHT-OF-WAY
EXISTING

IPS IRON PIN SET
EIP EXISTING IRON PIN
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1. ALL LANDSCAPING SHALL BE INSTALLED ACCORDING TO SOUND NURSERY
PRACTICES AND SHALL MEET ALL STANDARDS AS STATED IN THE LATEST
EDITION OF 'AMERICAN STANDARD FOR NURSERY STOCK'.

2. PLANT LIST QUANTITIES ARE PROVIDED FOR CONVENIENCE ONLY.  IN THE
EVENT OF QUANTITY DISCREPANCIES, THE DRAWINGS SHALL TAKE
PRECEDENCE.

3. NO SUBSTITUTIONS SHALL BE MADE WITHOUT WRITTEN AUTHORIZATION
FROM THE OWNER OR LANDSCAPE DESIGNER.

4. CONTRACTOR SHALL HAVE UTILITY COMPANY LOCATE ALL UTILITIES
PRIOR TO DIGGING.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
DAMAGES INCURRED BY HIS/HER WORK.

5. METHODS OF TREE STAKING INDICATED ON THE DRAWINGS ARE
SUGGESTIONS ONLY.  THE LANDSCAPE CONTRACTOR SHALL USE
WHATEVER METHOD HE DEEMS FIT, HOWEVER HE WILL BE HELD LIABLE
FOR  ANY DAMAGES CAUSED TO TREES BY IMPROPER STAKING METHODS
(OR ABSENCE OF STAKING) AND IS RESPONSIBLE FOR UPRIGHTING AND
REPLANTING TREES WHICH ARE BLOWN OVER.

6. ALL AREAS NOT SHOWN AS HARD SURFACES, PLANT BED, MULCHED OR
UNDISTURBED AREAS, SHALL BE SEEDED OR SODDED AS LAWN WITH
"REBEL IV", CONFEDERATE PLUS OR  LESCO TALL TURF TYPE FESCUE FOR
IN ALL AREAS IN RIGHT OF WAY UP TO THE ROAD.

7. ALL LANDSCAPE BEDS CONTAIN TRIPLE SHREDDED HARDWOOD MULCH
AT A THICKNESS OF 3".

8. ALL LANDSCAPE BEDS SHALL HAVE POSITIVE DRAINAGE AWAY FROM ALL
STRUCTURES.

9. ALL PLANT BEDS SHALL BE TREATED WITH PRE-EMERGENT WEED
CONTROL (I.E. TREFLON GRANULES).

10. ALL PLANTS SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE
AMERICAN ASSOCIATION OF NURSERYMEN AND SHALL BE VIGOROUS,
HEALTHY MATERIAL FREE OF PESTS AND DISEASE.

11. VERIFICATION OF TOTAL QUANTITIES AS SHOWN ON THE PLANT LIST
SHALL BE THE RESPONSIBILITY OF THE PLANTING CONTRACTOR, AND THE
TOTAL QUANTITIES SHALL BE REQUIRED ON THE PLANTING PLAN.

12. OWNERS SHALL MAINTAIN ALL PLANT BEDS AND PLANT MATERIAL IN
GOOD HEALTH, AND ANY DEAD, UNHEALTHY OR MISSING PLANTS SHALL
BE REPLACED WITH THE SAME PLANT MATERIAL ORIGINALLY SPECIFIED
ON THIS PLAN.

13. PLANT MATERIAL ON THIS SITE MUST BE INSTALLED IN CONFORMANCE
WITH THE GENERAL PLANTING NOTES AND DETAILS ON THIS PLAN OR TO
THE STANDARDS OF THE CITY OF RALEIGH.

14. LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED PERMITS
AND LICENSES TO PERFORM THE REQUIRED WORK.

TREE PLANTING DETAIL - B&B TREES IN ALL SOIL TYPES

OF ARBORICULTURE
INTERNATIONAL SOCIETY

NOTE: THIS DETAIL ASSUMES THAT THE PLANTING SPACE IS LARGER THAN 8 FT.
SQUARE, OPEN TO THE SKY, AND NOT COVERED BY ANY PAVING OR GRATING.

3 IN. MULCH. DO NO PLACE
MULCH IN CONTACT WITH TREE TRUNK.
MAINTAIN THE MULCH WEED-FREE FOR
A MINIMUM OF THREE YEARS AFTER

SET TOP OF ROOT BALL FLUSH TO
GRADE OR 1-2 IN.
HIGHER IN SLOWLY DRAINING SOILS.

IF PLANT IS SHIPPED WITH A WIRE BASKET AROUND
THE ROOT BALL, CUT THE WIRE BASKET IN FOUR PLACES
AND FOLD DOWN 8 IN. INTO PLANTING HOLE.

REMOVE ALL TWINE, ROPE AND WIRE, AND
BURLAP FROM TOP  HALF OF ROOT BALL

4 IN. HIGH EARTH SAUCER
BEYOND EDGE OF ROOT BALL.

MULCH RING

MARK THE NORTH SIDE OF THE TREE
IN THE NURSERY, AND ROTATE TREE
TO FACE NORTH AT THE SITE WHEN EVER

DO NOT HEAVILY PRUNE THE TREE AT PLANTING.
PRUNE ONLY CROSSOVER LIMBS, CO-DOMINANT
LEADERS, AND BROKEN OR DEAD BRANCHES.
SOME INTERIOR TWIGS AND LATERAL BRANCHES
MAY BE PRUNED; HOWEVER, DO NOT REMOVE
THE TERMINAL BUDS OF BRANCHES THAT
EXTEND TO THE EDGE OF THE CROWN.

EACH TREE MUST BE PLANTED SUCH THAT 
THE TRUNK FLARE IS VISIBLE AT THE TOP 
OF THE ROOT BALL. TREES WHERE THE TRUNK 
FLARE IS NOT VISIBLE SHALL BE REJECTED. 
DO NOT COVER THE TOP OF THE ROOT 6 FT. DIAM. MIN.

8FT. DIAM. PREFERRED

NOTE: FOR DIMENSIONS OF 
PLANTING AREAS, TYPES OF SOIL 
AMENDMENTS, OR SOIL REPLACEMENT,
SEE "SOIL IMPROVEMENT DETAILS."

PLACE ROOT BALL ON UNEXCAVATED
OR TAMPED SOIL.

TAMP SOIL AROUND ROOT BALL
BASE FIRMLY WITH FOOT PRESSURE
SO THAT ROOT BALL DOES NOT SHIFT.

NOTES

8 IN.

BALL WITH SOIL.

1. Scarify rootball and bottom/sides of plant pit.
2. Excavate planting pit two to three times as wide as the rootball.  Install rootball 1/4 to 1/3 above

existing/proposed grade.  Locate rootball on solid soil and not loose backfill.
3. All saucers shall be soaked with water and mulched immediately following planting.
4. The size of the rootball shall conform to the AAN standards.
5. Fertilized all plants with Agriform fertilizer tablets or equal, to be applied according to manufacturer's

recommendation.
6. All rootballs after removing from containers shall be scarified prior to backfilling the planting hole.
7. Thoroughly soak the shrub root ball and adjacent prepared soil several times during the first month after

planting and at least once a week for the first two growing seasons.
8. Guying, if necessary, shall be removed after one growing season.

GENERAL PLANTING NOTES:

3" MULCH LAYER

SHRUB PLANTING DETAIL

BACKFILL WITH SOIL AS PER 
SPECIFICATIONS

3" HIGH EARTH SAUCER

ROOT BALL

FINISH GRADE

UNDISTURBED EARTH

1. Remove the burlap, burlap ties and wire basket from top 1/3 of rootball.  Remove all nylon strings, plastic liners
and synthetic burlap - type of materials from the entire rootball.

2. Scarify rootball and bottom/sides of plant pit.
3. Excavate planting pit two to three times as wide as the rootball.  Install rootball 1/4 to 1/3 above existing/proposed

grade.  Locate rootball on solid soil and not loose backfill.
4. All saucers shall be soaked with water and mulched immediately following planting.
5. The size of the rootball shall conform to the AAN standards.
6. Fertilized all plants with Agriform fertilizer tablets or equal, to be applied according to manufacturer's

recommendation.
7. All rootballs after removing from containers shall be scarified prior to backfilling the planting hole.
8. Thoroughly soak the shrub root ball and adjacent prepared soil several times during the first month after planting

and at least once a week for the first two growing seasons.

LANDSCAPE CALCULATIONS
TREE PROTECTION YARD TYPE 'C2' - LEESVILLE CHURCH
15'  WIDE PROTECTIVE YARD: 193.55 LF
REQUIRED: 4 TREES PER 100 LF (1

2  REQUIRED TO BE EVERGREEN)
193.55 / 100 = 1.935 x 4 = 7.74 TREES

PROVIDED: 8 TREES (1
2 ARE EVERGREEN)

REQUIRED: 30 SHRUBS PER 100 LF
193.55 / 100 = 1.935 x 30 = 58.05

PROVIDED: 58 EVERGREEN SHRUBS

TREE PROTECTION YARD TYPE 'C2' -  BARTRAM PLACE
15'  WIDE PROTECTIVE YARD: 215.05 LF
REQUIRED: 4 TREES PER 100 LF (1

2  REQUIRED TO BE EVERGREEN)
215.05 / 100 = 2.150 x 4 = 8.6

PROVIDED: 9 TREES (1
2 ARE EVERGREEN)

REQUIRED: 30 SHRUBS PER 100 LF
215.05 / 100 = 2.150 x 30 = 64.50

PROVIDED: 65 EVERGREEN SHRUBS

VEHICULAR SCREENING - TYPE 'C3'

REQUIRED: 401.30 / 100 = 4.013 X 15 = 60.19
60 SHRUBS REQUIRED

PROVIDED: 60 SHRUBS PROVIDED

VEHICLE SURFACE AREA
REQUIRED: 1 TREE PER EVERY 2,000 SF OF TOTAL VEHICULAR SURFACE

18,966.12 / 2,000 = 9.48 TREES
PROVIDED: 9 CANOPY TREES

PLANT KEY:

JZ

MG

LC
GA
EL
IH

CE

SYMBOLS

ABBREVIATIONS

DB
PB or BM
N/F
Pg.
SF
Ac.
R/W
NCSR
NCDOT
R/W
Ex.
RCP
PVC
(M)
(P)
(D)

LINETYPES

LEGEND and NOMENCLATURE

(COR)

X X X

W

SS

SD

SIGN POST

GUY WIRE

SIGNAL POLE

LAMP POST
UTILITY POLE
STORM DRAIN MANHOLE
DRAINAGE INLET (W/ GRATE)
CURB INLET (BEHIND CURB)
CURB INLET (IN FRONT OF CURB)
SANITARY SEWER CLEANOUT
SANITARY SEWER MANHOLE
VALVE (WATER OR GAS)
FIRE HYDRANT
WATER METER
TRAFFIC SIGNAL BOX
FIBER-OPTIC MARKER
ELECTRIC PEDESTAL
TELEPHONE PEDESTAL
CABLE PEDESTAL
CONCRETE MONUMENT
PROPERTY CORNER FENCE

OVERHEAD UTILITY
WATER
SANITARY SEWER
STORM DRAIN

DEED BOOK
PLAT BOOK / BOOK OF MAPS
NOW OR FORMERLY
PAGE
SQUARE FEET
ACRES
RIGHT-OF-WAY
NORTH CAROLINA STATE ROUTE
NORTH CAROLINA DEPT. OF TRANSPORTATION
RIGHT-OF-WAY
EXISTING
REINFORCED CONCRETE PIPE
POLYVINYL CHLORIDE PIPE
MEASURED
PLATTED
DEED
CITY OF RALEIGH

IPS IRON PIN SET
EIP EXISTING IRON PIN




